
ALCATEL-LUCENT 8115 AUDIOFFICE
ALCATEL-LUCENT 8125 AUDIOFFICE
 

The Alcatel-Lucent 8115 Audioffice and the Alcatel-Lucent 8125 Audioffice are next-generation 
conference modules that add premium quality sound and easy-to-use audio conferencing capabilities 
to Alcatel-Lucent DeskPhones and SoftPhones.

Audioffice is a versatile smart object with a simple, uncluttered design and outstanding audio 
performance that can enhance any conferencing situation. With six broadband speakers, four digital 
microphones, a passive radiator for bass boost and immersive spatial sound, Audioffice will foster 
more dynamic, nuanced and productive conversations between Alcatel-Lucent end-points for busi-
ness communications.

The Alcatel-Lucent 8115 Audioffice features a 3.5 mm input/output jack to connect to Alcatel-Lucent 
DeskPhones, and a USB port to connect to Personal Computers.  

The Alcatel-Lucent 8125 Audioffice features a 3.5 mm input/output jack to connect to Alcatel-Lucent 
DeskPhones, a USB port to connect to Personal Computers, Bluetooth connectivity for Bluetooth enabled 
Deskphone, smartphone and tabletand a universal docking solution for smartphones and tablets.

FEATURES 
• Plug-and-play audio conferencing

¬ Easy to connect - plugs into the  
Alcatel-Lucent DeskPhone headset’s  
3.5 mm jack 

¬ The Alcatel-Lucent 8125 Audioffice 
wirelessly connects with Bluetooth-
enabled Alcatel-Lucent DeskPhones  
and smartphones

¬ USB connection to Personal Computers

¬ The Alcatel-Lucent 8125 Audioffice 
connects to smartphones and tablets 
with a Universal Dock Adapter/Charger

• Easy to use

¬ Uses existing phone lines

¬ Easy switch between hands-free mode 
on Alcatel-Lucent DeskPhones and the 
Alcatel-Lucent 8115 or 8125 Audioffice  
devices

• Ultimate office sound system, with 
invoxia® In Vivo Acoustic™ technology: 

¬ 6 broadband speakers

¬ 4 digital microphones

¬ 1 passive radiator for bass boost

¬ Immersive spatial sound

• Modern design - Alcatel-Lucent 
DeskPhones industrial design

• Optional USB handset for smartphones 
enables clear-sounding individual calls, 
protecting users from mobile phone 
radiation, while providing listening 
comfort. Users can also switch from 
handset to hands-free mode for 
conference calls

BENEFITS 
• Transforms the conferencing experience

• Increases collaboration and enables 
creative exchanges with remote parties

• Enables spontaneous group brainstorming 
and problem-solving sessions

• Reduces travel and administration time 
and costs

• Uses and enhances the installed base 
of Alcatel-Lucent DeskPhones, mobile 
software clients and Personal Computer 
softphones 

• Enables high-quality audio conferencing 
without additional phone lines

Alcatel-Lucent 8115 Audioffice

Alcatel-Lucent 8125 Audioffice
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TECHNICAL SPECIFICATIONS
Physical characteristics

• Module: 29 cm x 11.5 cm x 5.25 cm  
(11.4 in x 4.5 in x 2 in)

• Optional USB handset 17.8 cm x 5.1 cm x 
3.2 cm (6.7 in x 2 in x 1.3 in)

• Weight: 2.36 kg (5.2 lb)

• Color: black

Keys
• On/off button

• Volume with long push for Bluetooth 
pairing (8125 model only) 

• Glass Touch to Mute

Audio characteristics
• In Vivo Acoustic technology: 

¬ 6 broadband speakers

¬ 4 digital microphones

¬ 1 passive radiator for bass boost

¬ Immersive spatial sound

• Acoustic Power : 72 W

¬ Bandwidth: 100 Hz - 7500 Hz

¬ Automatic gain control

¬ Acoustic echo cancellation

¬ Noise cancellation

¬ 3D sound spatialization

¬ Stereo with spatialization

Interoperability 
• Alcatel-Lucent 8115 and 8125 Audioffice 

3.5 mm input/output audio jack: 

¬ Alcatel-Lucent IP Touch 8 Series: 4028, 
4038, 4068

¬ Alcatel-Lucent IP Touch 9 Series Digital 
Phones: 4029, 4039

¬ Alcatel-Lucent 8012 DeskPhone

¬ Alcatel-Lucent Premium DeskPhones: 
8028/29, 8038/39, 8068/8068BT

¬ Alcatel-Lucent OmniTouch 8082  
MyIC Phone

• Alcatel-Lucent 8115 and 8125  
Audioffice USB: 

¬ Type B - slave - for Personal Computer

•  Alcatel-Lucent 8125 Audioffice Bluetooth: 

¬ Alcatel-Lucent IP Touch 4068

¬ Alcatel-Lucent Premium DeskPhones : 
8068/8068BT

¬ Alcatel-Lucent OmniTouch 8082  
MyIC Phone 

¬ Android™ smartphones and tablets

¬ Apple® iPod touch™ 3rd and 4th 
generation

¬ Apple® iPad™, iPad 2 and iPad air and 
iPad mini

¬ Apple® iPhone™ 5C/5S,  iPhone 5, iPhone 
4S, iPhone 4 and iPhone 3GS

Power
• Transformer: 100V - 240V/ 12V - 3A AC 

adapter

Connections
• Alcatel-Lucent 8115 Audioffice

¬ 3.5 mm input/output audio jack

¬ 3 USB ports: 2 Type A USB, 1 Type 
B - slave 

• Alcatel-Lucent 8125 Audioffice

¬ 3.5mm input/output audio jack

¬ 3 USB ports: 2 Type A USB, 1 Type 
B – slave

¬ Bluetooth

¬ 30 pin, Lightning and micro-USB cables 
for docking connectivity and Universal 
Dock Adapter

Regulatory Standards
Safety

• EN 60950-1(+A11+A1+AC+A12), IEC 
60950-1(Second Edition +Am1), ANSI/
UL 60950-1(+Am1), CAN/CSA-C22.2 NO. 
60950-1 07(+Am1)

EMC 

• EN 55022:2010 Class B, EN 55024:2010, 
EN 61000-3-2:2006 + A1:2009 + A2:2009, 
EN 61000-3-3:2008

ECO-design

• ErP 2009/125/EC, ROHS 2011/65/
EU,CHINA ROHS GB/T 26125-2011, GB/T 
26572-2011, WEEE 2012/19/EU

Environmental Conditions
• Operating temperature: 0°C to 40°C  

(32°F to 104°F)

• Relative humidity: 10% to 90% 

• Storage/transportation temperature:  
-25°C to 70°C (-13°F to 158°F)

Product Ships with
• Alcatel-Lucent 8115 Audioffice

¬ Conference module, transformer  
100 V – 240 V AC/12 V DC with EU, 
UK, US and AUS plug and  1.5 m (4.9 ft) 
power cord

¬ 1 m (3.3 ft) 3.5 mm input/output jack 
cable, 1 m (3.3 ft) USB type A/B cable

¬ Safety Sheet

• Alcatel-Lucent 8125 Audioffice

¬ Conference module, transformer 100V 
– 240 V AC/12 V DC with EU,UK,US and 
AUS plug and 1.5 m (4.9 ft) power cord

¬ 1 m (3.3 ft) 3.5 mm input/output jack 
cable, 1 m (3.3 ft) USB type A/B cable

¬ 30 pin, Lightning and micro-USB 
adapters

¬ 30 pin, Lightning and micro-USB cables

¬ 30 pin, Lightning and micro-USB cable 
adapters

¬ Tablet stand

¬ Safety Sheet

Accessories
• 3MG08003AA Alcatel-Lucent Audioffice 

USB Handset with Smart Holder

Audioffice™ and In Vivo Acoustic™ technology and brand are owned by invoxia and used under license by Alcatel-Lucent.




