
M Motorized Ceilingmount Pro HD
EAN: 7350073739585

Szerelési kézikönyv

Installation manual



IMPORTANT!

 

 

VIGTIGT!  

 

TÄHTIS! 
 

 

ACHTUNG!  

 

 

 

 
IMPORTANT!  

FONTOS!

 

 

UWAGA!  

 

 
 

 

SVARBU! 

 

 
 

IMPORTANT!

tavan sau podea.

 

 

 

1.



2.

Parts

Power cable
(x1)

Remote control
(x1)

Manual switch
(x1)

Lift extension plate
(x1)

Blast screws
(x4)

Ceiling suspension angle
(x4)

MZ 4.8 short screw
(x8)

Small screw
(x12)

Widen the bracket plate
(x4)
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3.

You can set the upper stroke first, then the lower stroke, or you can set the lower stroke by line and then set the upper stroke

Connect the power Press the settings button

Press the pause button

Press the up button

The machine will always beep 
alarm sound the lower limit has 
been deleted successfully when 

leaving the factory, enter the 
lower limit to re-adjust

Press the down button 
once and complete within 

5 seconds

The machine descends to 
the ideal text

If it does not reach the 
ideal height, you

can press the up and 
down keys to jog fine 

adjustment

Press the pause button

Press the set button once 
(alarm release)

The lower limit is
set successfull

It will automatically walk
the set itinerary

If not reached the ideal height can
be finetuned by pressing the up

and down keys

Press the setting key once 
(a short beep is heard)

The machine rises to the 
ideal text

Set the upper limit

The alarm is not lifted, then set the lower limit stroke.

Set the lower limit



Product dimensions

Connectivity

VGA Power
connector

Manual switch
interface

Remote control
learning key
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Punch four (4) blast screw holes on the ceiling and fix them

Please disassemble two (2) anti-vibration sheets when powering on

The TV is flat on the flip frame

The four (4) screws are fixed to the screen

The decoration board and the flip frame are flattened

Six (6) screws to fix the decoration board and the flipper
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Product installation drawing

5.
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Please pay attention to the screw holes on the back of your screen

200x200, 300x200, 300x300, 400x200, 400x400, 600x400, 600x600mm.

Product installation drawing

Installation notes:

Suitable VESA:

Fix the mounting frame provided with the machine on the ceiling cement slab through the 
expansion screws.

Hang the machine on the mountng frame and lock it with four (4) M6 screws to prevent it 
from slipping.

According to the actual size of the LCD screen, adjust the arm bracket provided with the 
machine to the most suitable position.
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